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マルチコラムガード
マルチコラムガードは、大型の柱や支柱を、フォークリフトや搬送機器の衝突から保護します。

対応サイズは250～700mmまで。レールをカットするだけで様々な柱のサイズに合わせて調整することができる設計になっているため、
現場で状況に合わせて調整・取り付けが可能です。

柱に合わせてぴったりフィット

マルチコラムガードは、モジュール設計により柱に合わせてぴったりとフィットします。また設置も短時間で完了！フォークリフトなどの車両
の衝撃から柱を保護し、過酷な使用にも耐えられるように作られています。ご不要になった際も、簡単に素早く撤去でき、材料の分
別が可能なためサステナブルな方法で処分できます。

 

特長:

• 左右非対称調整: 250mmから700mmまでの幅に対応しており、さまざまな柱サイズに使用可能です。

• 寸法のカスタマイズ可能: レールをカットすることで簡単に調整でき、どんな環境にもぴったりとフィットします。

• 衝撃耐性: フォークリフトなどの車両の衝撃を吸収し、ダメージを最小限に抑えます。

• 床面保護: 柱周りの床を保護し、構造を維持します。
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モデル

品目 / 本製品について 最小幅 (MM) 最大幅 (MM) 高さ (MM) 色

CCP1-025 250 910 ジンクイエロー（RAL 1018）

CCP1-025-0030 250 300 910 ジンクイエロー（RAL 1018）

CCP1-025-0070 250 700 910 ジンクイエロー（RAL 1018）

関連製品

柱・コラムガード

X-Protect 柱・コラムガード

X-Protectコラムガードは、施設内のコラムを衝撃による損傷から保護する必要がある場合に使用
します。ユニークなデザインは、衝撃力を効果的に放散する特別に形成されたエアチャネルを特徴と
しています。 インターロックセクションはモジュール式であるため、コラムガードの取り付けが容易にな
り、コラムのすべての側面にしっかりとフィットしてスペースを節約できます。仕上げにガードを安全に
保つ調節式ストラッ...

1 品目

柱・コラムガード

ラージコラムガード

ラージコラムガードは、太い柱の保護にご使用いただけます。 標準で400mm角の柱に対応してお
り、インフィルをご使用いただくと最大1000mm角まで拡張可能です。低密度ポリエチレン製で、高
い柔軟性と強度を備えています。

3 品目

• 設置と修理も簡単: 短時間での設置と、必要に応じてパーツごとの修理が可能です。

• 使用後のサステナビリティ: 撤去が簡単で、材料を分別することで環境に配慮した方法で処分できます。
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Impact Protection
THE BENEFITS OF X-PROTECT

X-Protect is Safe

X-Protect is Modular

X-Protect is Sustainable

aOur impact protection products undergo 
rigorous testing at our state-of-the-art  
testing facility.

aWith decades of experience in industrial 
safety, we‘ve designed our impact protection 
to perform effectively in real-world conditions.

aWe know safety and can guide you to the 
best solutions tailored to your specific needs.

aQuickly modify barrier specifications with  
minimal waste.

aPerform easy and cost-effective repairs 
at a component level.

aQuickly build strong integrated installations 
with few parts.

aSimple end of life dis-assembly,  
even after an accident.

aSingle material components that  
are easy to recycle.

aRepairable by design, damaged or  
worn components are easily replaced  
extending the barrier‘s life.
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Technical Information
X-PROTECT

-10°C 40°C

Assembly

Impact testing 
This is how we calculate the 
energy from a vehicle impact.

Ek=kinetic energy  
(truck motion energy) [J]

m=truck weight [kg/lbs]

v=truck speed [km/h or mph]

X-Protect components
These are the building blocks of our 
modular Impact Protection range.

BARRIERS & RAILS

Width x Height: 
68 × 72 mm | 2 11/16” × 2 27/32”  
Length: 
270 - 1770 mm | 10 5/8” - 69 11/16”   

Hand Rails

Width x Height:  
116 × 220 mm | 4 9/16” x 8 21/32”
Length: 
270 - 2770 mm | 10 5/8” - 109 1/16”  

Impact Barriers

Height: 
350 - 1160 mm
13 13/16” – 
45 11/16”  
Width: 
200 mm
7 7/8” in  

POSTS & BOLLARDS

Component Colours

RAL 1018

RAL 9011

Operating temperature

scan the code to 
download our  
assembly manuals 

1. Bollards 
2. Impact  

3. Impact High  

4. Double Impact
    Low

5. Double Impact
     High 
6. Pedestrian  

7. Pedestrian 
    + Impact  

8. Pedestrian
    + Impact High

9. Pedestrian
    +Double Impact

10. Pedestrian Gate

11. Column Guard

12. Floor Barrier

Speed Load

6 km/h | 3.7 mph 5020 J

8 km/h | 5 mph 8880 J

12 km/h | 7.5 mph 19960 J

Loaded weight 
3600 kg /
7930 lbs

Loaded weight 
2100 kg /
4620 lbs

Loaded weight 
2700 kg /
5940 lbs

1 5250 J

X-Protect Standard
Configurations

* The highest 
force depends 
on the C-C. More 
information is 
available upon 
request. 2 4500 J

3 6200 J

4 7700 J

5 7000 J

7 6700 J

6 5000 J

8 8000 J

The Floor Barrier can be used in 
combination with configurations: 
3, 6, 8 & 9  

12 3000 J

9 8300 J

10 0 J

11 1800 J

Speed Load

6 km/h | 3.7 mph 3770 J

8 km/h | 5 mph 6660 J

12 km/h | 7.5 mph 14970 J

Speed Load

6 km/h | 3.7 mph 2930 J

8 km/h | 5 mph 5180 J

12 km/h | 7.5 mph 11670 J

+ the highest impact energy 
(J) they are capable of 
withstanding *
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